
DATE:

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

2 ply membrane

centered on joint

Epoxy coated

cheek wall

reinforcing

6’’

c Brg.

SECTION ABOVE BRIDGE SEAT

þÿ�S�c�a�l�e�:�  ��’

Normal  wing wall  reinforcing

1’-0’’ (min.)

SECTION BELOW BRIDGE SEAT

þÿ�S�c�a�l�e�:�  ��’

Construction joint

with 2’’ x 4’’ key for 

wall up to 1’-3’’, over

1’-3’’ use 3’’ x 6’’ key.

waterproofing 16’’ min.

Epoxy coated

reinf. steel

Lap

L
a
p

Normal reinforcing steel  lapped

with longitudinal  reinforcing in

Loose corner bar

(typ.). As an option

to a loose corner

bar, the longitudinal

steel  may be

extended and bent

to the required lap.

backwall (typ.)

Normal  wing

wall  reinforcing

Lap + 3’’ (typ.)

Normal  abutment

stem reinforcing

FOR OFFICE USE ONLYNote:

For bar lap lengths, see

appropriate bar lap charts.

For normal  reinforcing steel size

and spacing refer to typical

abutment and wing wall  sections.

1.

2.

 

 

 

 

 

 

 
1

 

 
1

S
U

B
S

T
R

U
C

T
U

R
E

 A
B

U
T

.

3/15/95

10-27-95

1-22-01

ABUTMENT/WING WALL CONNECTION

REINFORCING DETAILS

BR-SB(6.42)-94-303

DIRECTOR

OFFICE OF STRUCTURES

OFFICE OF STRUCTURES


